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Design-Build Contract for West Gate Access Road
Fort Leonard Wood, Missouri

The Solicitation is amended in accordance with the attach page.  
RECEIPT OF PROPOSALS IS DELAYED UNTIL 12:00 PM, LOCAL TIME, 21 JUNE 2002, 



DACA41-02-R-0001 
 

2-- Amdt. 0003 

 
The SOLICITATION is  amended as follows: 
 
 
1.  SPECIFICATIONS: 
 
Page 01015-12 is deleted and replaced with a revised page of the same number.  The revised page is 
attached. 
 
2.  For convenience, on the revised specification page, essential changes have been emphasized by bars in 
the margin beside paragraphs changed from the previous issue.  However, all portions of the revised 
specification page shall apply whether or not changes have been indicated. 
 
4.  Offerors are required to acknowledge receipt of this amendment on the Bidding Form, in the space 
provided, or by separate letter or telegram prior to opening of bids.  Failure to acknowledge all amendments 
may cause rejection of the proposal. 
 
5.  Proposals will be received until 12:00 p.m., local time, 21 June 2002, in Room 760 Federal Building, 601 
E. 12th Street, Kansas City, Missouri  64106-2896.  



DACA41-02-R-0001-0004 

West Gate Access Road 12 Section 01015 
Request for Proposal  Scope of Work 

         
         

  ADT    
Construction Year (2002)  15,340    
Design Year (2022)   27,710     
Peak Hour      10% 
ADT Trucks      10% 
 
 
 
6.4.3 Design Criteria – Asphaltic Concrete Pavement 
The pavement design and construction for West Gate Access Road and connections shall, at a 
minimum, provide for a 35-year service life.  The Design-Builder shall design a pavement 
section that provides for surface and subsurface drainage giving full consideration to frost effect 
and the elimination of trapped water. The pavement design shall be in accordance with the 
AASHTO Guide for the Design of Pavement Structures, 1993 and the MoDOT Project 
Development Manual and for the conditions listed below. 

A. Pavement sections shall be designed based on a 35-year design life for medium duty 
pavement.   

B. Lime-treated sub-base will not be permitted on this project. 

6.4.4 Design Criteria - Portland Cement Concrete Pavement  
The pavement design and construction for West Gate Access Road and connections shall, at a 
minimum, provide for a 35-year service life.   The Design-Builder shall design a pavement 
section that provides for surface and subsurface drainage giving full consideration to frost effect 
and the elimination of trapped water. The pavement design shall be in accordance with the 
AASHTO Guide for the Design of Pavement Structures, 1993 and the MoDOT Project 
Development Manual, and for the conditions listed below. 

A. Pavement sections shall be designed based on a 35-year design life for medium duty 
pavement.   

B. Concrete pavements shall have maximum joint spacing of 15 feet and shall not be 
continuously reinforced. 

C. The Design-Builder shall design the concrete pavement joints with load transfer devices 
(i.e., dowels) to ensure a minimum of 80% load transfer at the joints. 

D. Lime-treated sub-base will not be permitted on this project. 

6.4.5   Temporary Batch Plant (concrete or asphalt) 

The Contractor has the option of placing a temporary batch plant within the boundaries of Fort 
Leonard Wood, Missouri.  The temporary batch plant shall not be used for any other contract or 
purpose than for this solicitation.  The contractor shall submit the location of the batch plant as 
part of the design after award submittals.  The Contracting Officer shall approve the location of 
the batch plant.  The Contractor is responsible for clearing, restoring and seeding the area that 
is disturbed by the batch plant and all related activities.  The restoration of the site shall include 
the removal of all waste materials including aggregate stockpiles, asphalt, concrete, footings 
and sludge ponds.  Any wells drilled by the Contractor shall be plugged according to MoDOT 
Specifications 203.2.3.  The Government will retain funds in the event the Contractor does not 
restore the batch plant area to a condition to the satisfaction of the Contracting Officer, and 


